
4.IR REFLOW:

 THE PEAK TEMPERATURE ON THE BOARD SHALL

NOTE:

BE MAINTAINED FOR 10 SECONDS AT 260°C.

1.MECHANICAL PERFORMANCE,
1-1.INSERTION FORCE: 0.5~2.0kgf.
1-2.REMOVAL FORCE: 0.8kgf~2.0kgf.
1-3.DURABILITY: 10000 CYCLES.

2.ELECTRICAL PERFORMANCE,

2-3.INSULATION RESISTANCE: 100MΩ  MIN
2-4.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.

2-1. CURRENT RATING:3.0A

2-2. LLCR:
VBUS & GND PINS AND OTHER PINS: 40mΩ/PIN MAX.

LLCR MAX. CHANGE OF ALL PINS: 10mΩ.

     VOLTAGE RATING:5.0V

SHIELD: 50mΩ/MAX.

OPERATING TEMPERATURE: -25°C~+85°C.
3. ENVIRONMENTAL PERFORMANCE:

接触，SMT 1u"

镀镍 30u"

镀镍 30u"
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说明：

1,将检查合格的产品，放入承载带中，一盘包装550PCS;
2,将11盘承载带放入纸箱中;
3,将纸箱封装好，贴上标签.

每箱数量 净重(Kg) 毛重 (Kg) 
5500PCS xxx xxx
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