
Note：
  1.Material：
     1—1.Housing：Thormplastic,UL94-V0；Colour：Black.
     1—2.Terminal：Copper alloy,Contact:See table A.
     1—3.Shell & Solder :SUS，Plating:Ni.
  2.Electrical Characteristics： 
     2-1.Rating:GND:5A,VBUS Total: 5A;
     2-2.Contact resistance:40m Max.;After test add 10 mΩMax.
     2-3.Electric Strength test:500VAC,0.1S,0.5mA;
     2-4.Insulation test:500VDC,0.1S,100M ;   
  3.Mechanical properties:
     3-1.Mating force:5~20N:

     3-2.Unmating force:8~20N(Initial),6~20N(After Durability);
     3-3.Testing Speed:200±50 Times/H,Test:10000 times;
  4.Environmental Characteristics：Oper.Temp.:-55℃~ +85℃;
  5.Waterproof Rate：IPX6
  6.Restriction of Hazardous Substances: 
   Components be RoHS and HF compliant.
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外漏0.10 板上四脚插 带柱 IPX6 带防水圈
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备注：

1.包装数量：1000/PCS/卷，10卷/箱。
2.包装袋长度：每卷前后各空10-20个空格，中间包装。

3.材质：
载体：聚丙烯（PS），阻抗10   Ω
上带：聚乙烯（PET）,阻抗10   Ω
卷盘：聚苯乙烯。

纸箱规格：345*345*230MM
纸箱规格：345*345*350MM
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