
GOLD PLATED ON CONTACT AREA 1u,

3. SHELL: COPPER STEEL, T=0.30mm, 

1. HOUSING: LCP (UL94V-0), BLACK.

2. TERMINAL: COPPER ALLOY C2680 

NOTES:

 NICKEL PLATED OVERALL.

SPECIFICATION

4. CONTACT RESISTANCE: 30mΩ MAX.

500V AC R.M.S. FOR ONE MINUTE.

2. DIELECTRIC WITHSTANDING VOLTAGE: 

1. CURRENT RATING: 0.5A MAX .

5. OPERATING TEMPERATURE: -25°C TO +85°C.

3. INSULATION RESISTANCE: 100MΩ MIN.AT 500V DC.

6. DURABILITY: 10000 CYCLES.

7. MATING FORCE: 4.5kgf MAX.

8. UNMATING FORCE: 1.0kgf MIN.

TIN PLATED ON SOLDER TAILS.

NICKEL PLATED OVERALL.
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       REEL SIZE :

       1. CARRIER TAPE : PS

       3. REEL : PS

       2. COVER TAPE: PET

       CARTON :

1. 170 PCS/REEL.

2. 6 REEL/CARTON: 1020PCS.

     QUANTITY:

    DIMENSION :

     MATERIAL :

     TAPE & PACKAGE :

       DIA=380.0mm, W=56.0mm

       L=400mm, W=400mm, H=400mm
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